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PERFORMANCE & ECONOMY
E-Transit Custom 1 E-Transit Custom AWD 2 Transit Custom Plug-In Hybrid 3

Power 100 kW, 160 kW, 210 kW 100 kW, 160 kW, 210 kW 233 PS
Torque (Nm) 415 435, 617, 630 (motors combined) ICE 180, e-motor 320
Max electric driving range (km) Up to 373 Up to 348 Up to 55
Fuel efficiency N/A N/A 3.8-4.9 l/100 km, 86-112 g/km
Fuel tank capacity (litres) N/A N/A 63

TECHNICAL  
SPECIFICATIONS

FORD E-TRANSIT CUSTOM AND TRANSIT CUSTOM PHEV

1 �Up to 373 km driving range based on full charge of E-Transit Custom. Estimated range using Worldwide Harmonised Light Vehicle Test Procedure (WLTP). Figures shown are for comparability purposes and should only be 
compared with other vehicles tested to the same technical procedures. Actual range varies due to factors such as temperature, driving behaviour, route profile, vehicle maintenance, lithium-ion battery age and condition.

2 �Up to 348 km driving range based on full charge of E-Transit Custom AWD. Estimated range using Worldwide Harmonised Light Vehicle Test Procedure (WLTP). Figures shown are for comparability purposes and should 
only be compared with other vehicles tested to the same technical procedures. Actual range varies due to factors such as temperature, driving behaviour, route profile, vehicle maintenance, lithium-ion battery age and 
condition.

3 �Ford Transit Custom Plug-In Hybrid homologated CO2 emissions 86-112 g/km WLTP Euro 6e-bis (UK: 36-52 g/km Euro 6e), homologated fuel efficiency 3.8-4.9 l/100 km WLTP Euro 6e-bis  
(UK: 1.6-2.3 l/100 km Euro 6e) and pure electric driving range up to 55 km WLTP. The declared WLTP fuel/energy consumptions, CO2 emissions and electric range are determined according  
to the technical requirements and specifications of the European Regulations (EC) 715/2007 and (EU) 2017/1151 as last amended. The applied standard test procedures enable comparison  
between different vehicle types and different manufacturers. A range of up to 55 km can be achieved with a fully charged battery - depending on the existing series and battery configuration.  
The actual range may vary due to various factors (e.g. weather conditions, driving style, route profile, vehicle condition, age and condition of the lithium-ion battery).

BATTERY AND CHARGING
E-Transit Custom E-Transit Custom AWD Transit Custom Plug-In Hybrid

Useable capacity (kWh) 71 71 11.8
Battery configuration 276 cells, NMC Li-ion 276 cells, NMC Li-ion 96 cells, NMC Li-ion
Charge performance 4 DC fast charge up to 125 kW DC fast charge up to 125 kW 10-100 per cent (3.6 kW) Approx. 3.9 hours
10-80 per cent (DC 125 kW) approx. 29 mins approx. 29 mins
10-80 per cent (11 kW) approx. 4 hrs 40 mins approx. 4 hrs 40 mins
10-80 per cent (7.4 kW) approx. 6 hrs 42 mins approx. 6 hrs 42 mins
Pro Power Onboard 5 2.3 kW, optional

POWERTRAIN
Transit Custom Plug-In Hybrid

Capacity (cc) 2,488
Bore x stroke (mm) 89.0 x 100.0
Compression ratio 13.0:1
Cylinder block Aluminium
Cylinder head Aluminium
Camshaft drive Chain-in-oil with dynamic tensioner
Valve gear DOHC with four valves per cylinder, variable cam timing
Lubrication Electronically-controlled variable displacement oil pump
Fuel injection Multi-port fuel injection
Plug-In Hybrid CVT Ford-developed power split automatic with continuously variable ratio. Final drive 3.368:1

BODY
Construction/materials Steel unibody
Roof heights H1
Lengths L1, L2
Final assembly location Ford Otosan Yeniköy plant, Kocaeli, Türkiye

DRIVETRAIN
Electric Electric all-wheel drive (AWD) Plug-in hybrid
Underfloor battery, rear-wheel drive, 
rear e-motor

Underfloor battery, all-wheel drive, 
one e-motor per axle

Front engine, underfloor battery 
and e-motor, front-wheel drive, 
continuously-variable transmission
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WHEELS
Series

16" x 6.5J steel wheels Trend
16" x 6.5J alloy wheels Limited
17” x 6.5J directional-spoke alloy wheels Sport
19” x 7.5J directional-spoke machined alloy wheels Sport (optional)
19” x 8J multi-spoke alloy wheels MS-RT

SAFETY AND CONTROL

Stability control 6 Anti-Lock Braking System (ABS), Electronic Stability Control (ESC), Roll Stability Control (RSC), Traction Control 
System (TCS) 

Airbags Front – driver, passenger (roof-mounted) 
Chassis safety Tyre Pressure Monitoring System (TPMS)

Drive modes 6
E-Transit Custom E-Transit Custom AWD Transit Custom Plug-In Hybrid

Normal, Eco, Sport Normal, Eco, Sport, Slippery, Trail EV Now, EV Later,
EV Auto, EV Charge

SUSPENSION
Front configuration Independent MacPherson strut, variable-rate coil spring, anti-roll bar
Front shock absorbers Gas-pressurised
Rear configuration Independent semi-trailing arm
Rear shock absorbers Gas-pressurised

BRAKES
Front type Sliding outboard top hat disc
Front rotor diameter (mm) (outer/inner) 308/187
Front caliper Single piston, 63.5 mm
Rear type Sliding outboard top hat disc
Rear rotor diameter (mm) (outer/inner) 304/199
Rear caliper Single piston, 48 mm
Parking brake Electronic, push-button control

DRIVER ASSISTANCE 6

Standard Adjustable Speed Limiter, Cruise Control, Driver Alert, Intersection Assist 2.2, Intelligent Speed Assist,  
Lane Keeping System, Pre-Collision Assist, Rear Parking Aid, Traffic Sign Recognition, Wrong Way Alert

Available Blind Spot Information System with Lane Change Warning & Aid, Cross-Traffic Alert, Digital Rear View Camera,  
Exit Warning, Front Parking Aid, Intelligent Adaptive Cruise Control with Stop & Go, Reverse Brake Assist

6 Driver-assist features are supplemental and do not replace the driver’s attention, judgment and need to control the vehicle. It does not replace safe driving. See Owner’s Manual for details and limitations. 

STEERING
Type Rack and pinion, electric power assistance, adjustable in reach and rake
Ratio 15.7:1
Kerb-to-kerb turning circle (L1/L2) (m) 10.9/12.1

4 �Figures given are based on E-Transit Custom and Transit Custom Plug-In Hybrid. Actual charge times and charging speeds will vary according to the type of home or public charging  
station used, as well as other factors (including weather, ambient temperature, driving behaviour, driving profile, vehicle condition, lithium-ion battery age, condition, and temperature).

5 �See Owner’s Manual for important operating instructions.
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DIMENSIONS
Van MultiCab Double-cab-in-van

Exterior

Overall length (mm) (L1/L2) 5,050/5,450
Overall width (mm) (with/without mirrors) 2,275/2,032
Overall height (mm) 1,959-2,040
Wheelbase (mm) (L1/L2) 3,100/3,500
Ground clearance (mm) 140

Interior

Load length (mm) (L1) 2,602 (bulkhead)  
3,050 (load-through) 

2,602 (bulkhead)  
1,287 (behind rear seats) 

1,604 (bulkhead)

Load length (mm) (L2) 3,002 (bulkhead)  
3,450 (load-through)

3,002 (bulkhead)  
1,687 (behind rear seats)

2,004 (bulkhead)

Load width (mm) 1,777 (max) 
1,392 (wheelhouse)

1,777 (max)  
605 (beside rear seats)

1,777 (max)  
1,392 (wheelhouse)

Max load height (mm) 1,433

Load volume (m3) (L1/L2) 5.8/6.8 3.8/4.7 3.3/4.3
Side door aperture width (mm) 1,030
Side door aperture height (mm) 1,301
Side door step height (mm) 393-435
Rear door aperture width (mm) 1,400
Rear door aperture height (mm) 1,314
Rear door lift-in height (mm) 531-585

SAMPLE VEHICLE TEST SPECIFICATIONS
E-TRANSIT CUSTOM Limited Van L1H1 Sport Van L1H1

Performance
Power (kW) 100 160
Max driving range (km) 325 316

Weights

Kerb weight (kg) 2,187 2,201
Gross payload (kg) 7 1,038 1,024
GVM (kg) 3,225 3,225
Max towing weight (kg) 8 2,300 2,300

6 �Max payload varies and is based on accessories and vehicle configuration. See label on doorjamb for carrying capacity of a specific vehicle.  
Cargo and load capacity limited by weight and weight distribution.

7 �Max towing varies based on cargo, vehicle configuration, accessories and number of passengers.

SERVICING
E-Transit Custom (incl. AWD) Transit Custom PHEV

Service interval 2yr/unlimited km 2yr/40k km

E-TRANSIT CUSTOM AWD Trail Van 320 L1H1

Performance
Power (kW) 160
Max driving range (km) ² 315

Weights

Kerb weight (kg) 2,368
Gross payload (kg) 7 857
GVM (kg) 3,225
Max towing weight (kg) 8 2,300

TRANSIT CUSTOM PLUG-IN HYBRID Limited MultiCab L2H1

Performance
Power (PS) 233
Efficiency 4.1 l/100 km, 94 g/km, 52 km EV range

Weights

Kerb weight (kg) 2,245
Gross payload (kg) 7 980
GVM (kg) 3,225
Max towing weight (kg) 8 2,000


